Europe

&va_ntggg

Water Treatment Equipment for Europe

Dosing and industrial pumps



http://www.advantage-eu.com/
http://www.advantage-eu.com/

Europe

Advantagg

Peristaltic Metering Pumps

Blue-White

These Blue-White pumps are multi-usable in the chemical feed
applications. These rugged and compact pumps features a gentle, low-
shear pumping action, making it an ideal choice for dosing shear-
sensitive or gaseous fluids. Self-priming, even against maximum line
pressure without gas lock.

External controls possible through dry contact, pulse or analog 4-20mA
signals.

TFD Tube Failure Detection system for alarming and super easy
maintenance operations to replace the hose.
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M1

FLEXFLO® Peristaltic Metering Pump

> Tube Failure Detection senses tube rupture, no false triggering

> Heavy duty display shield protects pump controls

> Remote Start/Stop, which is one non-powered dry contact closure
> Relay outputs include a single 250V/3A and a single solid state

> SCADA I/0 include: 4-20 mA input, 4-20 mA output

Highlights
Flow range Pressures up to Turndown ratio Suction lift
.0001 - 5.60 GPH 100 PSI 10,000 : 1 30 ft.
.0004 - 21.2 LPH (6.89 bar) (at sea level)
Exclusive Motor Pump Weight Warranty
Tube Failure Detection Brushless 6 Ib. 5 Years
(TFD+) DC (2.7 kg)
. . = B -
Dimensions
Dim Inch cm Dim Inch cm
A 9 22.9 D 725 196 ]
- O
B 10" 25.2 E 25 18.5 @ 0]
c 775 19.6
! _J L
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Model Number Matrix M1
FLEXFLO® Model Number

m FLEXFLO® Peristaltic Metering Pump

Power Cord (Operating voltage requirement 96VAC to 264VAC)

L9 115V 50/60Hz, power cord NEMA 5/15 plug (US) (detachable - 6 ft)
Bl 220V 50/60Hz, power cord CEE 7/V11 plug (EU) (detachable - 6 ft)

b @l No Power Cord (Power cord is required - See accessories for power cord options)

Pump Tube Size and Material
1/4" OD Flex-A-Thane® | 0.0001 - 1.09 GPH | .0069 - 69 mL/Min | 65 PSI (4.5 bar)

7/16” OD Flex-A-Thane®| 0.0005 - 5.60 GPH | .0353 - 353 mL/Min | 50 PSI (3.45 bar)

1/4” OD Flex-A-Prene® | 0.0001 - 0.44 GPH | .0028 - 28 mL/Min | 100 PSI (6.89 bar)

3/8” OD Flex-A-Prene® | 0.0001 - 1.35 GPH | .0085 - 85 mL/Min | 100 PSI (6.89 bar)

7/16” OD Flex-A-Prene® | 0.0004 - 4.17 GPH | .0263 - 263 mL/Min | 50 PSI (3.45 bar)

7/16” OD Flex-A-Chem® | 0.0003 - 3.09 GPH | .0195 - 195 mL/Min | 50 PSI (3.45 bar)

Inlet/Outlet Connection Size, Connection Type

L 3/8” OD x 1/4” ID Tube Compression Fitting

[/l 1/2" Male NPT Fitting

W 1/2" Male BSPT Fitting, Natural PVDF (Kynar)

Sample Model Number
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M2

FLEXFLO® Peristaltic Metering Pump

> Peristaltic pump design does not have valves that can clog
requiring maintenance

> Self priming - even against maximum line pressure

> Patented Tube Failure Detection (TFD) senses tube failure
by detecting chemical in the pump head, no false triggering
> SCADA Inputs/Outputs include:

4-20mA input, Pulse Input, Frequency Input, 4-20ma output,
TFD alarm output

Highlights

Flow range Pressures up to Turndown ratio Suction lift
.0085 - 21.23 GPH 125 PSI 200: 1 30 ft.
.032 - 80.4 LPH (8.6 bar) (at sea level)
Exclusive Motor Pump Weight Warranty
Tube Failure Detection Brushed 28.4 Ib. 5 Years
(TFD) DC Motor (12.9 kg)
Dimensions = tj o © y

Dim Inch cm Dim Inch cm - / D

A 10-1/4" 26 D 9-1/2" 241 . /O' A

B 7-1/2" 19 11" 27.9 F

14" 356 F 3-3/8" 8.6 1
. D i
E
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Model Number Matrix M2
FLEXFLO® Model Number

m FLEXFLC® Peristaltic metering pump model number

Power Cord (operating voltage user selectable 115V/240 Vac 50/60Hz)

LI 115V / 60Hz, power cord NEMA 5/15 plug (US) LI 240V [ 50HZ, power cord AS 3112 plug (AU/New Zealand)
U 230V / 60Hz, power cord NEMA 6/15 plug (US) LI 230V / 50HZ, power cord BS 1363/A plug (United Kingdom)
A 220V / 50HZ, power cord CEE 7/VII plug (EU) L9l Mo Power Cord
Inlet/Outlet Connection Size, Connection Type, Connection Material
s 3/8" OD x 1/4" ID Tube Compression Fitting, c 1/2" - 3/4" Tri-clamp connections, Natural PVDF (Kynar),
MNatural PVDF (Kynar) available for ND, NEE, NGG, and G2G only
Wl 1/2" Male NPT Fitting, Natural PVDF (Kynar) Q Quick Disconnect, Natural PVDF (Kynar), available for NDD,

NEE, NGG,and G2 only (valves sold seperately)
1/2" Hose Barb, Natural PVDF (Kynar), available

for ND, NEE, NGG, and G2G only L1:Q 1/2" Male BSPT Fitting, Natural PVDF (Kynar)
Pump Tube Material, Pump Tube Size, Output Range

' [*M Flex-A-Prene® .075 1D | 0.01-1.7 GPH | .03-65LPH |.54-108 mL/M | 125 PSI

Flex-A-Prene® .093 ID | 0.022-4.44 GPH | .084-16.8 LPH | 1.4-280 mL/M | 110 PSI
Flex-A-Prene® .187 ID | 0.086-17.2 GPH | .325-65.1 LPH | 5.4-1085 mL/M | 110 PSI

Flex-A-Thane® .125 ID | 0.02-4.0 GPH | .08-15.2 LPH | 1-253 mL/M | 65 PSI

Flex-A-Thane® .187 ID | 0.05-9.3 GPH | .17-35.2 LPH | 3-587 mL/M | 65 PSI

Flex-A-Thane® 187 ID | 0.07-14.98 GPH |.03-56.7 LPH | 4.7-945 mL/M | 65 PSI

Flex-A-Thane® .312 1D | 0.106-21.23 GPH | .04-80.4 LPH | 6.7-1340 mL/M | 65 PSI

Flex-A-Chem® .250 |D | 0.07-14.3 GPH | .27-54 LPH | 4.5-900 mL/M | 50 PSI

Pumphead Orientation

1=IELIAE Standard - Left facing

R Right facing pumphead

D Down facing pumphead

h
m Sample Model Number
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M3

FLEXFLO® Peristaltic Metering Pump

> 5” touchscreen color LCD display

> User-friendly configurations

> Self priming peristaltic metering pump delivers smooth chemical feed
> Tube Failure Detection (TFD) system senses tube failure

> Inputs include: 4-20mA, Remote Start/Stop, Pulse Inputs,

Industrial Protocols

> Qutputs include: 4-20mA, Frequency, (4) Alarm Outputs,

Industrial Protocols

Highlights
Flow range Pressures up to Turndown ratio Suction lift
.0002 - 33.3 GPH 125 PSI 10,000 : 1 30 ft.
.0007 - 126 LPH (8.6 bar) (at sea level)
Exclusive Motor Pump Weight Warranty
Tube Failure Detection Brushless 254 1b. 5 Years
(TFD) DC Motor (11.5 kg)
- - f«—— B —> . c »
Dimensions
e
Dim  Inch cm Dim  Inch cm / ‘\
A 11-3/4" 298 D 105 265 @ "
B 814" 209 E 414 108
C 1312 345
T '

~—— D
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Model Number Matrix

FLEXFLO® Model Number

m FLEXFLO® Peristaltic metering pump
Power Cord (operating voltage user selectable 115V/240 Vac 50/60Hz)
L3N 115V / 60Hz, power cord NEMA 5/15 plug (US)
[ 220V | 50HZ, power cord CEE 7/VII plug (EU)
bl Mo Power Cord
Inlet/Outlet Connection Size, Connection Type, Connection Material
Il 3/87 OD x 1/4" 1D Tube Compression Fitting, Natural PVDF (Kynar)
1/2” Male NPT Fitting, Natural PVDF (Kynar)

-3 1/2" Hose Barb, Natural PVDF (Kynar), available for ND, NEE, NGG, NKL, and G2G only
[S 1/2" - 3/4" Tri-clamp connections, Natural PVDF (Kynar), available for ND, NEE, NGG, NKL, and G2G only
Q Quick Disconnect, Natural PVDF (Kynar), available for ND, NEE, NGG, NKL, and G2G only.

(valves sold seperately)
(U1 1/27 Male BSPT Fitting, Natural PVDF (Kynar)

Pump Tube Material, Pump Tube Size, Output Range

Flex-A-Prena® 075 ID | .0002-2.10 GPH | 125 PSI Flex-A-Thane® 125 |D | .0004-4.60 GPH | 65 PSI

Flex-A-Prene® 093 D | .0004-4.76 GPH | 110 PSI Flex-A-Thane® 187 ID | .0010-10.1 GPH | 65 PSI

Flex-A-Prene® 187 ID | .0019-19.02 GPH | 110 PSI Flex-A-Thane® 187 ID | .0018-18.23 GPH | 65 PSI

Flex-A-Prena® 250 ID | .0017-17.4 GPH | 65 PSI Flex-A-Thane® .312 D | .0024-24.9 GPH | 65 PSI

Flex-A-Prena® 375 ID | .0033-33.3 GPH | 125 PSI Flex-A-Thane® .375 ID | .0028-28.5 GPH | 65 PSI|

Flex-A-Prena® 375 ID | .0033-33.3 GPH | 30 PSI Flex-A-Chem® .250 ID | .0015-15.06 GPH | 50 PSI

Flex-A-Chem® .375 ID | .0028-28.5 GPH | 50 PSI

Pumphead Orientation
[(GIELLSN Standard - Left facing

Right facing pumphead

Down facing pumphead

Sample Model Number
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M4

FLEXFLO® Peristaltic Metering Pump

> 5” touchscreen color LCD display

> User-friendly configurations

> Self priming peristaltic metering pump delivers

smooth chemical feed

> Tube Failure Detection (TFD) system senses tube failure
> Inputs include: 4-20mA, Remote Start/Stop, Pulse Inputs,
Industrial Protocols

> Outputs include: 4-20mA, Frequency, (4) Alarm Outputs,
Industrial Protocols

Highlights
Flow range Pressures up to Turndown ratio Suction lift
.0028 - 158.5 GPH 125 PSI 10,000 : 1 30 ft.
.0108 - 600 LPH (8.6 bar) (at sea level)
Exclusive Motor Pump Weight Warranty
Tube Failure Detection Brushless 45.5 Ib. 5 Years
(TFD) DC Motor (20.64 kg)
Dimensions A ¢
Dim Inch cm Dim Inch cm
A 127 30.8 E 2.7 6.8
B 153 38.8 F 93" 235
cC 165 41.9 G Mo 27.8
D 5.9” 15.0 H 115 29.2
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Model Number Matrix M
FLEXFLO® Model Number
m FLEXFLO" M4 Peristaltic Metering Pump
Power Cord (operating voltage requirement 96VAC to 264VAC)
LA 115V [ B0HZ, power cord NEMA 5/15 plug (US)
[ 220V / 50HZ, power cord CEE 7/VII plug (EU)

V@l No Power Cord
Inlet/Outlet Connection Size, Connection Type, Connection Material
(VI 1/2" Male NPT Fitting, Natural PVDF (Kynar)

13 1/2" |D Tubing Barb Fitting, Natural PVDF (Kynar)

[ 1/2" - 3/4" Tri-clamp connections, Natural PVDF (Kynar)

Q Quick Disconnect, Natural PVDF (Kynar), NP flow rate reduced 16.5% with Quick Disconnect connections
(Valves sold separately)

(VI: W 1/2" Male BSPT Fitting, Natural PVDF (Kynar)

Pump Tube Material, Pump Tube Size noTE: * = Dual tube
Flex-A-Thane® .312 ID | .01-39.6 GPH | 65 PSI

Flex-A-Prene®” .250 ID | .01-28.5 GPH | 125 PSI

Flex-A-Prene” .250 D | .02-54.0 GPH | 100 PSI Flex-A-Thane® .312 ID | .03-71 GPH | 65 PSI

Flex-A-Prene” .250 1D | .02-54.0 GPH | 65 PSI Flex-A-Thane® 375 ID | 02-55.5 GPH | 65 PSI

Flex-A-Prene® .250 1D | .01-28.5 GPH | 65 PSI Flex-A-Thane® 375 1D | .04-100 GPH | 65 PS5l

Flex-A-Prene® 375 ID | .02-50.7 GPH | 80 PSI Flex-A-Chem® 250 ID | .01-25.4 GPH | 30 PSI

Flex-A-Preng® 500 |D | .04-100.0 GPH | 50 PSI Flex-A-Chem® 375 ID | .02-54.0 GPH | 30 PSI

Flex-A-Prene” .750 ID | .06-158.5 GPH | 30 PSI

Pumphead Orientation
(EIEDINN Standard - Left facing

Flex-A-Chem® .375 ID | .05-126 GPH | 30 PSI

Right facing pumphead

Down facing pumphead

Sample Model Number

© 2023 Advantage Europe.

X info@advantage-eu.com

@ www.Advantage-eu.com



http://www.advantage-eu.com/
http://www.advantage-eu.com/

Europe

Advantagg

M5

FLEXFLO® Peristaltic Metering Pump

> 5” touchscreen color LCD display

> User-friendly configurations

> Self priming peristaltic metering pump delivers smooth
chemical feed

> Tube Failure Detection (TFD) system senses tube failure
> Inputs include: 4-20mA, Remote Start/Stop, Pulse Inputs,
Industrial Protocols

> Outputs include: 4-20mA, Frequency, (4) Alarm Outputs,
Industrial Protocols

Highlights
Flow range Pressures up to Turndown ratio Suction lift
.0076 - 534 GPH 65 PSI 10,000 : 1 30 ft.

.0286 - 2041 LPH (4.4 bar) (at sea level)
Exclusive Motor Weight Warranty
Tube Failure Detection Brushless 178 Ib. 5 Years
(TFD) DC Motor (80.7 kg)
. . i A y T ¢ i
Dimensions F
Dim  Inch cm Dim Inch cm

25.7" 65.2 D 17.9" 45.4

30.17 76.4 E 13.5" 34.3

32.8" 83.3 F 244" 62.0
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Model Number Matrix M5
Model Number

m FLEXFLO® Peristaltic metering pump
Power Cord (operating voltage user selectable 115V/240 VAC 50/60Hz)

L9 115V [ 60Hz, power cord NEMA 5/(15 plug (US)
O 220V [ 50HZ, power cord CEE 7/VII plug (EU)

bl Mo Power Cord
Inlet/Outlet Connection Size, Connection Type, Connection Material

1.5" Male NPT Fitting, Polypropylene, FKM O-rings

1.5" Hose Barb, Polypropylene, FKM O-rings

Pump Tube Material, Pump Tube Size, Output Range, Pressure
Flex-A-Preng® .750 ID | .0534 - 534 GPH | .2121 - 2021 LPH | 3.368 - 33690 mL/min | 30 PSI

Flex-A-Prene® 500 ID | 0286 - 286 GPH | .1083 - 1083 LPH | 1.806 - 18056 mL/min | 50 PS|

Flex-A-Prene® 250 ID | .0076 - 75.6 GPH | .0286 - 286 LPH | 0.4769 - 4769 mL/min | 65 PS|

Flex-A-Thane® .375 ID | .0154 - 154.2 GPH | .0584 - 583.6 LPH | 0.9728 - 9728 mL/min | 50 PSI

Pumphead Orientation
Standard - Left facing

(Blank)

Right facing pumphead

O-rings / Elastomers
Standard

R

EFDM

Sample Model Number
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Contact

Yorben Verboven | European Sales Manager

+32 470 05 59 89
Verboven.y@advantage-eu.com

Jeroen Wouters | European Technical Manager

+32 498 65 75 30
Wouters.j@advantage-eu.com

Visit our website for more info
www.advantage-eu.com

And follow us on Linkedin



http://www.advantage-eu.com/
http://www.advantage-eu.com/
mailto:Verboven.y@advantage-eu.com
mailto:Wouters.j@advantage-eu.com
http://www.advantage-eu.com/

